
INSTALLA TION AND ASSEMBLY INSTRUCTIONS, con't.
Crossover ® XRS3 & XRM3 Roadway Series

4. XRS3 & XRM3 are shipped from the factory with pipe clamp bracket bolts installed and sized for 2" nominal pipe.  These
 models are designed to accept 1-1/4" nominal (1.660" OD), 1-1/2" nominal (1.900" OD), or 2" nominal (2.375" OD) pipe or
 commercial utility davit arms.  Alternate OD pipe arms require use of progressively shorter bolts (supplied).
   1-1/4" pipe (1.660" OD) - use 1-1/4" long bolts
   1-1/2" pipe (1.900"OD) - use 1-1/2" long bolts 

Warning: Failure to use the correct size bolts could result in insufficient clamping or damage to luminaire housing!

5. Make sure luminaire is "square" to pole/bracket, then slide pipe/arm fully into luminaire until pipe/arm hits stops.  See Fig. 3.
6. Luminaire employs a leveling device which allows the luminaire to pivot, and bubble level to ensure a "square"  installation.
 To lower  the luminaire, tighten both front bolts first.  To raise  the luminaire, tighten the rear bolts first.
 NOTE: If tightening rear bolts first, lift luminaire by the front to aid in luminaire raising.
7. Tighten all four clamp bolts evenly and securely.
8. Install #10-24 size self-drilling screw thru hole in clamp bracket, drilling into pipe/davit arm. 
9. Bring supply wiring thru pipe/davit arm.

WARNING:  Wiring to be performed by qualified electrician! Wire per National
         Electrical Code and local code, per Figure 4.

IMPORTANT WIRING INFORMATION - Risk of electrical shock!
  *  Make certain supply wiring is not "Hot" before wiring luminaire.
  *  Make certain supply voltage corresponds to luminaire voltage, as marked on
 luminaire label.

COMPLETING LUMINAIRE ASSEMBLY
10. Reinstall access cover, and secure by turning knurled knob CW (clockwise).
11. If equipped, install photocell cap onto receptacle on top of housing:
            A.  Make sure photocell voltage matches incoming supply voltage.
            B.  Pushing downward with photocell top in your palm, turn clockwise until receptacle assembly stops turning.
            C.  Pull upwards on photocell, testing it is fully engaged in receptacle.
            D.  Receptacle adjusts 360 degrees.  Turn photocell assembly so the NORTH arrow points to true north direction.

Note: Make sure luminaire is oriented and aimed correctly based on reflector output.  See Figure 2.
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    Listed to UL1598

Suitable for wet locations
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      FIGURE 2
(Arrows indicate
  light direction)

FIGURE 3

FIGURE 4

INSTALLA TION AND ASSEMBLY INSTRUCTIONS
Crossover ® XRS3 & XRM3 Roadway Series
Patented and US & Foreign Patents Pending

WARNING:  Failure to follow instructions could result in damage to product
and void warranties!     

WARNING: Risk of fire or electrical shock.  Disconnect power 
         before installing or servicing.

WARNING: Verify the existing input voltage and ensure it matches input rating on luminaire's product label, located
on inside of access cover.

WARNING: Before proceeding, read all instructions carefully to ensure proper and safe installation.

IMPORTANT: This product must be installed in accordance with the applicable installation code by a person familiar 
with the construction and operation of the product and the hazards involved.

These tools are required:  Narrow (flat blade) screwdriver, 9/16" socket with 3" extension, ratchet.
 
LUMINAIRE PREPARATION
1. Remove outer carton and top insert.  Leave luminaire in cradle for ease of preparation and to protect finish.
2. Remove access panel by turning knurled knob CCW (counterclockwise).  See Figure 1.

REFLECTOR IDENTIFICATION     
3.  Match the reflector in the 
     luminaire with the corresponding 
     reflector type.  See Figure 2.

IMPORTANT: REFLECTORS ARE
NOT ACCESSABLE OR ROTATABLE!

            XRM Type FT               XRM  Type 2               XRM Type 3               XRM Type 5

            XRS Type FT                XRS  Type 2                 XRS Type 3                XRS Type 5

Installation Questions?
Call LSI Field Service Department at:

1-800-436-7800 Ext. 3300
Fax: 1-877-861-1368
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